Micro Matic — din kompetansepartner



App og USB-kabel for SE1000

Nyhet: El.nr. 14 180 13 (kabel)

Gratis Androide APP fra Google Play
Gratis iI0S App fra APP Store
"Innohome Device Setup"

« Gir veiledning ved montering
* Finner automatisk riktig falsomhetsinnstilling
« Setter automatisk riktig falsomhet*

« Kopiering av innstillinger forenkler installasjon i store anlegg*

*Gjelder KUN Android /\
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Komme | gang

1' LaSt ned app Select Device
2. Velg sprak .
I n no EfE English

DEVICE
SETUP
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Velg / definer ditt produkt

) 3O ¥4 50%m 11:08

3O VL 50%m 11:07 ..} 3 Q O.439%m 12:38

imo(# Device Setu = imo(# Device Setu =
/ . © Where to find the BOM number? £

& SCEL - SE1000-FN

=

& Innohome - SGS510

Trykk pa
Logo = Tilbake

SGK410-1NN-S0M
revB ver2

Select BOM number -

P SE1000-SCEL-BOM-revG* -
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Velg platetopp type og bredde samt monteringssted

L. 3@ 9.450%= 11:08 m 1@ o4 50% 11:08 L] 3@ o.450%m 11:09

o Device Setup = o Device Setup — imo (@ Device Setup =
SCEL  SE1000-FN  SE1000-SCEL-BOM-revG* =D
¥ Select electric stove type (i )

9 Installation location

[:] Iron plates

Stove hood
D Ceramic D
@ Induction
™S
0 .
N
\‘\
0 ° >
4 - J
2
+— Stove width
@ 0..60cm O61em ... 90cm
) LN \ 1 Allowed installation distance from stove top

45-1700cm

+— Stove width

o...60cm Oe61em ... 90cm
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Velg eksakt monteringshgyde

P Q@ 9.4 50%m 11:00

o Device Setup =

SCEL  SE1000-FN  SE1000-SCEL-BOM-revG*
| Electric Jil Hood |
[ Induction Jif = 60cm ]

1 Distance from stove top
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Automatisk montasjeveiledning / fglsomhetsvalg

= 3 O 9.4 50%m 11:09 = % © ¥ .4 50%m 11:09

o (8 Device Setup = imo (8 Device Setup =
SCEL  SET000-FN  SE1000-SCEL-BOM-revG* SCEL  SET000-FN  SE1000-SCEL-BOM-revGH

[ Electric il Hood [l 60cm | | Electric il Hood [l 60cm_

[ Induction Jif + 60cm | [ Induction Jif + 60cm |

< Installation area \¥ Sensitivity level

Directly above the central point of the hotplates, within
15 cm tolerance. 8

a Factory setting.
If the Heat Sensor is at factory state, no action

needed.

» CONTINUE TO LOADING...
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Opplasting av data

.| 3O 9.4 50%m 11:09

. . o ; *&z Connect USB Cable
* Falg informasjonen pa skjermen

« Automatisk opplasting av riktig fglsomhetsinnstilling
« Sensor tilbakemelder med pip
« Antall pip og sekvenser avhenger av versjonsnummer
Eks. 5-5-X-5-X
» Generasjon 3 (71IR) gir KUN antall pip tilsvarende valgt
falsomhetsniva en gang.

< TRY AGAIN
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Appen som montasjeveileder

B M 3@ w.d26%L 1406 B M 3Q v.426%2 1406
) imo (@ Device Setup = nno (8 Device Setup =
Innohome device set up app kan med fordel
benyttes som montasjeveileder uavhengig SR L\
av fglsomhetsinnstilling og kabel. /@J Z O\
;'-T > ﬁ
[:] « Stove width
D (W 0..60cm Oe1cm ... 90cm
O
1 Allowed installation distance from stove top
L\ 150 - 200cm
.
D > \) # Ceiling type
V B - Straight ceiling

« Stove width

Do... 60cm Oe1cm ... 90cm
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Appen som montasjeveileder

g: ™ 3 © ¥ .4 26%L1 1406 o= ™ 3 @ ¥ .4 25%0 1407 g M 3 © @ .4 25%0 1407
imo (@ Device Setup = (@ Device Setup = o Device Setup =
SCEL SE1000-FN SE1000-SCEL-BOM-revG* , 9 i , 9 i
induction - Induction -
[ Electric Ji Ceil #— Ji 150cm | .
f 9 I & Install lens extension # Install lens extension
Induction -
/// T— R

[
{

#~ Install lens extension /
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2: Place lens extension 3: Check lens orientation
@ [ ]

1: Remove default lens

'
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Hold deg oppdatert — faglg oss!


https://www.facebook.com/MicroMaticNorge
https://www.linkedin.com/company-beta/757936/?pathWildcard=757936
https://www.instagram.com/micromaticnorge/
https://www.micromatic.no/proffsenter/nytt-fra-micro-matic/meld-pa-nyhetsbrev/
https://twitter.com/micromaticnorge
https://www.youtube.com/user/MicroMaticNorge

Micro Matic — din kompetansepartner

micromatic.no - firmapost@micro-matic.no - support: 66 77 57 50



